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Now sold through Arrow  
Material Handling Products

MANUAL TILT

TREE SAW ATTACHMENTS
now available through  

Arrow Material Handling Products

FEATURES

» SS Tool Steel Saw Mill blade is designed for high
performance cutting

» Bolt-less Kodiak Carbide teeth held in with rivets
to allow for simple replacement

» Cuts up to 24-inch diameter trees and brush
quickly and easily

» Manual Tilt and Power Tilt models accommodate
both low flow and high flow skid steers

» Hollow ground design to eliminate pinching and
binding

» Thin blade curve minimizes the power required

» Easily replace teeth without fighting bolts

» Over 90% efficient while reducing heat, noise
and hose/gearbox losses

» Power Tilt model offers 90-degree rotation

» Manual Tilt model offers 180-degree rotation

»  model offers PTO: 540RPM with clutch
set at 47HP

Sidney Attachments o�ers several tree saw attachments — all 
designed for high-performance with engineered components that 

make clearing trees and brush easier and faster than before.

POWER TILT
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OPTIONS
not available on 3 Point model

» Spray kit package

» Custom built mounts available

» Electrical “Plug & Play” kits

CONTACT Arrow Material Handling Products to 
order this and other Sidney Attachments products.

TREE SAW ATTACHMENTS
now available through 
Arrow Material Handling Products

Model Weight Diameter Mount Hydraulic Requirements

Power Tilt TTS12UN90 950 lb 35.5" Universal Quick Attach 20-40 GPM and 3,000-4,000 PSI

Manual Tilt TTS12UNMT 935 lb 35.5" Universal Quick Attach 20-40 GPM and 3,000-4,000 PSI

TTS12-3PT 539 lb 35.5" N/A

POWER TILT

MANUAL TILT

CHECK OUT OUR NEW SPRAY KIT

INCLUDES PULL BAR FOR 
ADJUSTING ROTATION
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N/A

Weight Diameter Mount Hydraulic Requirements


